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Features

Made of recycled tire rubber

Able to withstand extreme temperatures without cracking  
or drying out

Easily moved and maintained

System is chemical and fire resistant

Can easily conform to any terrain

Creates the smallest environmental footprint of any available 
containment system

Specifications

Key Block

Weight 44 lbs / 19.95 kg

Dimensions 48” x 6” x 5” 
 1.2 m x 0.15 m x 0.12 m

Base

Weight 10 1lbs / 45.81 kg

Dimensions 48” x 14” x 8” 
1.2 m x 0.36 m x 0.12 m

Corner Piece

Weight 110 lbs / 49.89 kg

Dimensions 
for one side: 

24” x10” x 10” 
0.6 m x 0.2 m x 0. 2m

Tire Conversion Technologies’ containment 
systems are an environmentally friendly, 
rugged, cost-effective product while 
preventing tires from entering landfills or 
burning off into the atmosphere. Our signature 
security striping provides a non-slip surface 
while making inspection - even in low-light 
conditions - simple and accurate. The key 
block and base system design effectively 
secures all commercial liners, and can be 
easily reused from site to site. Interested in a 
custom product? TCT’s unique manufacturing 
process allows us to customize products 
by adding company logos or changing the 
colored paper and ropes.
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